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INTRODUCTION

ZOE RESIDENCES

Zoe Residences is a tourist development located on the beautiful beach of Punta Popy, Dominican
Republic, offering an authentic and relaxing experience to its guests. ZOE's goal is to combine

the best hotel rental clusters with a well-designed architectural concept, creating an exclusive
development of just 16 apartment units that coexist connected to nature while still providing
comfortable spaces.

In addition, it has a restaurant that complements the food and beverage services to the project, so

you have everything at your disposal.
hand.
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ARCHITECTURAL PLANS

OVERALL PLAN

Block B
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FOOTAGE GENERAL CHARACTERISTICS

m2

First level built footage: 449.74 m2

Second level built footage: 449.74 m2

Third level built footage: 368.39 m2

Total built area: 1,267.87 m2

(Pedestrian access, gardens, swimming pool, plaza and balconies)

1. STRUCTURAL SYSTEM
ARCHITECTURAL PLAN SECOND LEVEL

_‘_H_ The building's supporting structure will be made of
reinforced concrete or self-supporting 6" and 8"

‘ concrete blocks approved by the Ministry of Public
- Works and Construction (MOPC). The foundations will
-k be made of reinforced concrete and fungicide additives.

Enclosures with 8" MOPC-approved concrete blocks finished
with smooth, master-grit plasters and a fine, waterproof
mortar finish, specially designed for painting.

The entire structure will be built in accordance with current MOPC regulations.

ARCHITECTURAL PLAN THIRD LEVEL
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The control and testing of structures and concrete will be carried out
by specialized and approved laboratories.

Reinforced concrete foundations and structures designed for
earthquakes and hurricanes.

The structural project is carried out by an engineer
collegiate.

1.2. Interior Walls

It will be built with 6" blocks approved by the MOPC, finished with master
plasters and a fine mortar finish prepared for painting in uncoated areas.

In areas to be coated, master plaster will be applied for subsequent
application of the coating.

1.3. Facade

The building's facades will be made of 6" and 8" factory blocks,

plastered with fine mortar for painting with exterior vinyl paint.

The exterior walls, according to the design, will have areas made of

coral, a durable material that can withstand adverse weather conditions,
such as humidity, heat, and rain, common in the country's tropical

climate.
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2. DOOR FINISHES

The doors used in the property will be made of solid, natural-colored
oak. These doors not only add a warm and elegant aesthetic but also
offer great durability. Their durability guarantees a long-term investment,
while their natural beauty blends seamlessly with any decor.
Furthermore, solid oak provides excellent acoustic and thermal
insulation, ensuring guest privacy and comfort.

3. FLOOR FINISHES

Gray porcelain tile, in this case Burberry Smoke, is an ideal choice due
to its exceptional durability and easy maintenance. Scratch and stain
resistant, it maintains its impeccable appearance even in high-traffic
areas. Furthermore, its modern aesthetic adds a touch of elegance to
any hotel space, ensuring a memorable guest experience.

T e

This will be used in areas such as the living room, dining room, kitchen Hea
and bedrooms. R SO 513
BURBERRY SMOKE

/AQLU CERAMIC
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4. MASTER BATHROOM FINISHES
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FLOORS AQ-21118
AQLU CERAMIC

¥

VERNIS BLEND MIXER
SINGLE-LEVER SINK MIXER

HANSGROHE - BACCESORY

# SHOWERPIPE 230 1JET
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5. HALF BATH AND SECONDARY BATH FINISHES
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FLOORS AQ-21118
AQLU CERAMIC

VERNIS BLEND MIXER
SINGLE-LEVER SINK MIXER

HANSGROHE - BACCESORY

)
TOlLET//@;,, )
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BERNIS BLEND SHOWER SET
HANSGROHE - BACCESORY
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6. KITCHEN FINISHES: 2-BEDROOM APARTMENTS
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QUARTZ TOPES

VERNIS BLEND M35

SINGLE-LEVER MIXER
HANSGROHE - BACCESORY
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HEX F1FOEC

AQLU CERAMIC
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7. KITCHEN FINISHES: 1-BEDROOM APARTMENTS
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QUARTZ TOPES

VERNIS BLEND M35

SINGLE-LEVER MIXER
HANSGROHE - BACCESORY
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8. KITCHEN DESIGN: TYPE A APARTMENTS
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9. KITCHEN DESIGN: TYPE BO1 APARTMENTS
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10. KITCHEN DESIGN: TYPE B02 APARTMENTS
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11. KITCHEN DESIGN: TYPE C APARTMENTS
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CONCLUSION

In conclusion, this specifications document details the construction standards and materials
used in the project, reflecting our commitment to excellence and quality at every stage of
the construction process.

Our goal is to guarantee customer satisfaction and the durability of our buildings.

Through this document, we reaffirm our commitment to transparency and excellence in this
project, ensuring results that exceed expectations and contribute to the development of
habitable, safe, and comfortable spaces for our clients.
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